
MIRAGE 
Semi-transparent led curtain

www.claypaky.it
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Modular architecture, also for 
outdoor use

The display consists of 640 x 640 
mm (25.2 x 25.2 in) square modules. 
Each module contains its own power 
supply and control electronics, and 
the modules may be daisy-chained 
together. The system architecture is 
extremely simple. The modules may 
be put together into screens of every 
shape and size. All that is needed to 
complete the system is the control in-
terface and a standard computer for 
configuration and providing the video 
contents. Mirage is built to be used 
both in and outdoors. The panels have 
IP65 protection on the front and IP54 
on the rear. Each panel has a special 
waterproof rustproof coating.

A LED display designed for rental 
companies

Mirage is a particularly lightweight 
strong LED display that is easy to 
set up and disassemble. It was spe-
cially designed for touring shows and 
events. The aluminium and steel struc-
ture optimizes strength and makes it 

lightweight. Each module weighs only 
5.7 Kg (12.5 lbs) = 14 Kg (30.8 lbs) per 
square metre and the simple hanging 
system means a single person can 
mount them on rigs in a few minutes. 
These characteristics are highly ap-
preciated by roadies and riggers, both 
during assembly and dismantlement. 

SMD technology for ideal 
brightness even in broad daylight

With a brightness of 2350 NIT, the ani-
mations projected by Mirage are rich 
and vibrant, and perfectly visible in any 
outdoor lighting conditions, even in 
broad daylight. The colours obtainable 
are almost infinite, and can be further 
extended by colour temperature cali-
bration.
The LEDs used are full-colour SMDs 
(surface mounted diodes) with the 
most advanced technology in terms 
of power, luminous efficiency, colour 
mixing, strength and life. Every pixel 
is a microscopic flat RGB LED unit, 
completely built into the structure. This 
ensures perfect picture readability 
even at large viewing angles and long 
distances.

The magic of the “curtain” system

The actual pixel pitch is 20 mm (0.79 
in), with a density of 2500 LEDs per 
square metre. It has a “curtain” archi-
tecture, since the modules are hung 
from above, and the parallel LED bar 
structure ensures about 50% transpar-
ency. 
Set and lighting designers may cre-
ate charming scenic effects. They 
may add backlighting with washlights, 
pierce the screens with spot or beam 
lights, or create three-dimensional 
effects using screens with different 
resolutions overlapping on different 
planes.
The 20 mm pitch is the result of a very 
careful choice that takes into account 
the typical viewing distance at shows 
and events and combines opposing 
needs, such as picture readability and 
transparency, lightness and strength. 
A smaller pitch would lead to a picture 
with higher resolution, but the screen 
would lose most of its transparency 
and be much more heavy and expen-
sive.

Code C24110
MIRAGE
Clay Paky - the all-time leader in professional show lighting with a structured worldwide sales network -  launches an 
exclusive fascinating new product.

Mirage: an innovative semi-transparent LED display with video technology. 

Mirage is not built physically as a solid barrier, but allows you to see what is behind it and allows light beams to pass 
through it in both directions. It is a see-through display, with a structure consisting of thin horizontal bars alternated 
with gaps which give it an approximately 50% transparency ratio.
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High performance with minimal 
maintenance

Thanks to its scrupulous mechani-
cal and electronic design, the mod-
ule cools by convection, i.e. naturally 
without the use of fans. This means 
total silence and greater reliability 
since there are no moving mechanical 
parts. The average life of the LEDs is 
about 50,000 hours, which is one of 
the longest in this product category.

Latest generation electronic 
control

The Mirage’s electronics are an essen-
tial component and guarantee precise 
control. They exploit the luminous ef-
ficiency, bring out the depth of the 
colours, and guarantee fast perfectly 
uniform signal transmission over the 
whole LED screen. The RGB control 
system allows colour temperature ad-
justment so the screen can meet the 
needs of different applications, such 
as at shows, in TV studios and at the 
theatre.
It is also possible to adjust the operat-
ing frequency to prevent flickering.

A high use LED screen, with 
exceptional return on investment

Thanks to its specifications and ease 
of handling and use, the Mirage dis-
play is suitable for a great variety of 
applications including small and large 
events, live shows and in TV studios. 
The control system has a very afford-
able price, so you can buy more than 
one and use the panels you own at two 
or more events at the same time. Their 
strength and light weight ensure long 
life and minimal maintenance costs.
All this results in a quick return on in-
vestment and… much more!

Quick and safe assembly

The assembly system has been care-
fully designed to make operations 
easy and suitable to any situation:

A special suspension clamp (dou-• 
ble hook hanger), with sliding support 
for modules, fits to any part of the 
truss, and can overcome any interfer-
ence with crossing arms.

The clamps may be vertically ad-• 
justed so that the screen is perfectly 
horizontal even if the structure they are 

clamped to is uneven.
A single technician may assem-• 

ble the modules on his own in a few 
seconds by clamping them vertically 
in two simple steps (put in place + 
clamp). 

Adjacent columns of modules may • 
be firmly fastened to each other us-
ing special horizontal spring-loaded 
clamps. 

The vertical and horizontal clamp-• 
ing devices are both equipped with 
safety locks and adjustments, which 
are useful in oddball situations.
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Mechanical

Module size: 640 x 640 x 70.5 mm (25.2 x 25.2 x 2.8 in)• 
Module weight: 5,750 g (12.5 lbs)• 
Weight per square meter: 14 Kg (30.8 lbs)• 
LED bar in aluminium• 
Support frame in steel• 
Finishing: black colour• 
Protection grade: IP65 (front) / IP54 (rear)• 
Cooling: convection/natural airflow (no fan)• 
Any working position• 
Supported load (vertical): 100 Kg / 220 lbs (17 modules)• 

Electrical 

Power supply: AC 220-240 V, 50/60 Hz• 
Power consumption: max 170 W/module (max 475 W / sqm)• 
MTBF ≥ 1,000 h• 
Ambience  working temperature: from -20° to 55° C• 
Ambience humidity: 85% at 25°C, 65% at 40°C• 

Video display

LED type: High Brightness full-colour SMD• 
Resolution: 32 x 32 pixel per module (total: 1024 pixel)• 
Pixel pitch: 20 mm (0.79 in) • 
LED Population: 2,500 LED/sqm• 
Luminous flux: 2,350 cd/sqm (NIT)• 
LED lifetime: 50,000 h• 
Colours: 16,7 million with additive RGB colour mixing• 
Gray scale: 14 bit• 
Refresh rate: < 600 Hz• 
Colour calibration using the control software• 
Input video maximum resolution: 1024 x 768 pixel• 
Viewing-angle: 170°• 
Dead Pixel Ratio: < 0,002• 

Control system

Dedicated interface (Sender Box) for video signal distribution and • 
    screen configuration

Sender Box input: USB connector• 
Sender Box output: RJ45 connector• 
Connection between PC and Sender Box: USB cable• 
Connection from Sender Box to modules: CAT5 data cable• 
Link between modules: CAT5 data cable and special IP54 connectors• 
Maximum display dimensions: 64 x 41-metre (210 x 134 ft) wide modules • 

    40 x 25.6-metre (131 x 84 ft) high modules
Supported video input: DVI and HDMI converted to DVI• 
Service software for interface: 10th generation• 
Software functions: display configuration, intensity adjustment, • 

    colour calibration, content management and system settings

Specifications
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Note: all accessories are supplied in the quantities required by the system configuration

Accessories

POWER CABLE (10 m / 32.8 ft)
code: C24126

BASIC POWER CABLE (28 cm / 11 in)
code: C24125

JUMP POWER CABLE
code: C24127

PC

SENDER BOX

USB

DVI
8
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FLIGHT CASE
code: F21185

DATA CABLE FROM SENDER BOX 
(RJ45) TO MODULE
20 m / 65.6 ft: code C24133
50 m / 164 ft: code C24134
100 m / 328 ft: code C24135

DATA CABLE (10 m / 32.8 ft)
code: C24132

BASIC DATA CABLE (20 cm / 7.9 in)
code: C24130 

JUMP DATA CABLE (73 cm / 28.7 in)
code: C24131

DOUBLE HANGER
code: C24120

SINGLE HANGER
code: C24121

SENDER BOX
mod. 801: code C24115
mod. 802: code C24116
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CLAY PAKY S.p.A.

I - 24068 Seriate (BG) - Via Pastrengo, 3/b

phone +39 035 654311 - fax +39 035 301876

cp.info@claypaky.it - www.claypaky.it UNI EN ISO 9001www.claypaky.it
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