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SHARPY WASH 330
The little wash-light that makes a big difference
code C61378
The Sharpy Wash 330 is an extraordinarily compact lightweight
washlight with a 330 W lamp, but with the light output and optical and graphical performance typical of a 1000 W spot light. It
is fast and silent, and equipped with CMY color mixing, special
colors, a mechanical dimmer, a rotating beam shaper and a motorized top hat.

The top hat is a valuable
feature especially in professional use, where any
parasite emission must be
eliminated.
Sharpy Wash 330 has a motorized top hat following the zoom excursion (Clay Paky patented).

The optical system is highly versatile with a zoom that ranges
from 6.5° (a “narrow” angle that makes it quite similar to a beam
moving light, like the Sharpy) to a striking 48°, which is perfect
for theatrical and television environments.

MAIN FEATURES

The Sharpy Wash 330 is an eco-friendly light. It is ideal for lighting designers, who can increase the number of lights in a project
without increasing their investment. It is every rental company’s
dream since it allows them to offer small washlights with high
luminous efficiency and low operating costs in terms of power
consumption, transport and warehouse storage.

• New 330W Lamp (8,000 K 1,500 h)
• Equalling the light output of a 1,000 Watt luminaire
• Small, lightweight and easily transported: only 18.5 Kg (40.8 lbs)
• Adjustable beam angle from 6.5° to 48°
• Motorised top hat (Clay Paky patented)
• CMY Color System and 11-color wheel + open
• Rotating beam shaper
• High speed movements and effects
• Frosted, smooth mechanical dimmer
• High speed stop/strobo effect
• Soft-edge filter + heavy frost filter
• New, high-performance electronics
• Patented Italian design
• Eco-friendly: replaces far larger and more expensive washlights
• Electronic ballast fitted as standard
• Available in black, white, gold-plated and “mirror-finish” chrome
plated versions
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WEIGHT AND DIMENSIONS

(mm/inches)

Top hat OUT
490 (19.29")

18.5 kg (40.8 lbs)

Top hat IN
390 (15.35")
205
(8.07")

320
(12.60")
520
(20.47")

345
(13.58")

172
(6.77")
63
(2.48")
465
(18.30")
330
(12.99")

405
(15.94")
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GLOW-UP STRIP 100
Battery operated wireless LED batten (IP65)
code C71080

GlowUp Strip 100 is a LED bar for professional stage lighting,
with mixed battery/mains power supply and mixed cable/wireless
control. 10 powerful RGB-W multi-chip LEDs are arranged in a
line inside a 100 cm linear aluminium housing suitable for outdoors use (IP65). The fixture creates a curtain of brightly colored
light, with a beam angle that can be adjusted from 14° to 70° using an electronic motorized zoom.
The LEDs can be controlled separately in groups of 5, and the

original “white power saving” function helps optimize power consumption.
Thanks to its battery and wireless control, GlowUp Strip 100 is
particularly suitable for use in temporary events and tours.
The batteries allow 10 hours of operation (at maximum consumption) and they are recharged when the bar is put into its flight
case or when directly connected to the mains.

black and white backlit
2x16 characters LCD display

Bayonet connector for battery
charging using the special flight case

Positioning on adjustable pedestal

4

Without pedestal, with Omega for
fixing clamps

PowerCon socket for mains power;
IN/OUT sockets for optional
DMX512 cable connection

The bar can be connected to a DMX console via cable or through
the built-in DMX wireless device. It can however also operate
without any external controller with a master/slave configuration,
using one of the many preset color sequences or a user-defined
color sequence, uploaded in its DMX-recorder.

WEIGHT AND DIMENSIONS

The unit operates in any position, can be placed on the ground or
anchored to a structure and it features two convenient handles to
ease transport. Several bars can be placed in a line or in a matrix,
keeping the distance between the LEDs fixed.

(mm/inches)

1000
(39.37")

113
(4.44")

about 15 kg (33 lbs)

2 retractable handles; bar adjustable on 90°

228
(8.97")

SPECIFICATIONS
• Power supplies: Internal battery (full power battery life: 10 hours); Mains power supply: 100-240 V 50/60 50-60 Hz
• Light source: 10 RGBW Ostar LEDs (OSRAM)
• Distance between LEDs: 100 mm
• Rated light output: 3000 lumen
• LED power consumption: 100 W
• Power consumption: 130 W
• The color of the LEDs can be controlled separately in groups of 5
• DMX-controlled electronic motorized zoom: 14°-70°
• Optional diffuser or ovalizer filters, which may be adjusted to provide a beam of light with controllable width
• Dimmer: linear from 0 to 100% on a dedicated channel
• Adjustable speed stop/strobe effect, with instantaneous blackout
• Silent operation (no fans)
• New design high performance electronics
• Preset color and effect macro
• Input: Neutrik Powercon
• Control channels: 12 basic channels
• DMX512: 5 pin XLR IN-OUT
• Wireless DMX: Tx/RX operating modes
• IP65 protection rating (IP65 protection socket cover)
• Flight case for 4 bars with mains power socket for battery charger

April 2013
Subject to change without notification
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ALPHA PROFILE 800 ST
State-of-the-art micromechanics and optics
code C61385

The Alpha Profile 800 ST is the most modern moving beam shaper in existence today for use in theatres and studios. Clay Paky
has used highly sophisticated micromechanics to obtain a compact, light, silent unit with an extremely bright light and a zoom
capable of producing an extraordinarily sharp, perfectly uniform
beam.
Lighting designers will find all the tools they need to enhance
their creativity in the Alpha Profile 800 ST: a miniaturized fourblade framing system, capable of creating any geometric shape;
a zoom that starts from the extremely narrow angle of 7.6° and
reaches up to 55°; an exclusive autofocus system and the DynaCue-Creator function, which are two useful features created by
Clay Paky to make their lights easy to program and enrich them
with original dynamic visual effects.
The 6000 K light beam and top-of-the-class operating silence
complete the characteristics of this light. It is perfect for use in
theatres, television studios, on exhibition stands and in the most
demanding live situations.

MAIN FEATURES
• 800W discharge lamp (7800 K, 750 h)
• Optical unit with extremely high luminous efficiency
• Light beam color temperature: 6,000 K
• Zoom: linear from 11° to 55°, with an additional 7.6° “narrow”
angle
• Stay-Sharp-Zoom function, for automatic focusing (patent
pending)
• Dyna-Cue-Creator function, for quickly programming dynamic
visual effects
• Length of moving head: only 455 mm
• CMY color system + 8 color wheel + linear CTO
• Four-blade beam shaper (framing system), adjustable over 90°
(patented)
• Produces geometric shapes of various proportions and sizes
• Single-blade “total curtain effect”
• Graphic system: 7 high quality rotating gobos + 9-facet prism
• Special 16-blade mechanical iris
• Interchangeable frost filter
• 0-100% hybrid dimmer (electronic + mechanical)
• Three-phase pan/tilt motors for perfectly silent operation
• High performance electronics and firmware
• Modular construction for easy maintenance
• Buffer battery for set-up without mains power supply

ROTATING GOBOS

Ø 25.7 mm
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DYNA-CUE-CREATOR

The “Dyna-Cue-Creator” function opens doors for lighting designers to a universe of spectacular, creative solutions

FRAMING SYSTEM
framing system rotation on 90°

Alpha Profile 800 ST features a precision micromechanics framing system that
ensures perfect repeatability and does away with continuous manual adjustments

+4
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square

curtain 1

half circle

curtain 2

open curtain

rectangle

closed curtain

diamond

triangle

slice

ribbon

square-corner
trapezium

trapezium

530
(20.87")

455
(17.91")

STAY-SHARP-ZOOM

WEIGHT AND DIMENSIONS (mm/inches)

525
(20.67")

The operator no longer has to worry about losing the
sharpness of the projection

about 32 Kg (70.55 lbs)

55°

7,6°

530
(20.87")

210
(8.27")

11°
455
(17.91")
650
(25.59")

390
(15.35")

525
(20.67")
385
(15.16")

“QWO” 800 - New St VERSION

210
(8.27")

ALPHA PROFILE 700

Especially designed for Studio applications
code C61381 - ALPHA SPOT QWO 800 ST

650
(25.59")

405
(15.94")

390
(15.35")

The “ST” version of the Alpha Spot QWO 800 has been developed specifically for “STUDIO” applications (television, theatre) and
it features an optical group with special coating, capable of reducing the nominal color temperature of the lamps employed in this
fixture (typically in the range of 7000-8000K) to a value of approximately 6000K. In addition, such optics eliminate any hot-spot thus
generating a very even projection field.

385
(15.16")

405
(15.94")

ALPHA PROFILE 700

7

www.claypaky.it

SHARPY WASH 330
The Sharpy Wash 330 is an endless source of vivid colors.
It’s compact, lightweight (*) and animated by a seducing agility.
It’s versatile, with a beam ranging from 6.5° to 48°.
It’s eco-friendly, with its 330 watt lamp producing as much light as a
1,000 watt washlight.
Having excited the globe with its sparkling Sharpy,
Clay Paky is about to wash it with the colors of the new Sharpy Wash!
(*) It weighs only 18.5 Kg (40.78 lbs) and measures only 515 mm (20.27”)

Sharpy Wash 330
The little washlight that makes a big difference
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